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Storage Environment
Conditions

Storage Temperature: 0�C to 60�C
Storage Humidity: 20% to 90% RH (non-condensing)  

Included Items
X-5HM Main Unit, AC adapter, AC cable, warranty card, 
GPL notice sheet, guide for download site

Operating Environment
Conditions

Operating Temperature: 0�C to 35�C
Operating Humidity: 20% to 90% RH (non-condensing)  

Product 

HDMIVideo Interface

X-5HM

HDMI �3.5mm stereo mini jackAudio Interface

720p, 1080p
Corresponding 
Output Resolution

Aspect ratio hold, �lls screen with content
Content Size 
Automatic Adjustment

Font selection, font color, background color, speed 
adjustment (step 3)

Text Ticker Settings

Maximum 10W
Standard 
Power Consumption

10/100/1000 auto-detection (RJ-45) × 1 port, AutoMDIXEthernet Interface

IEEE 802.11a/b/g /n (uses Silex wireless module SX-PCEAN)Wireless Interface

WEP (64/128), WPA-PSK (AES / TKIP), WPA2-PSK (AES)Security

JPEG XRVideo Codec

USB 2.0 × 1 portUSB Interface

Power, status, USB, wireless LANLED

Network, USB memoryContent Update

W155 × H120 × D32mm (not including antenna)External Dimensions

Micro SDHC 32GB*MicroSD Interface

Button 1:USB unmount, Button 2: factory settingsPush Button

AC adapter 100-240V 50 / 60Hz (operating voltage: 5V)Power Supply

Web browser, SX Smart Manager (sold separately)Con�guration Method

About 270gWeight

* Micro SDHC memory not included. Please purchase separately.
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X-5HM
Wireless Multi-zone Digital Signage Player

Reliable Wireless Set-top Box for
Advertising and Information Display
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Software Options:

• SX Smart Manager Software 
The optional SX Smart Manager software allows robust and 
convenient setup and con�guration of the X-5HM system. 
SX Smart Manager allows remote monitoring of X-5HM 
making maintenance easy.

OEM Embedded X-5

Mounting
bracket

Accessory Options

• OEM circuit boards for integration 
into a display and SDK solutions 
are also available. Please contact 
us for details.

VESA Compliant Mounting Bracket
You can set it up on the back of a 
display or nearby the wall by using 
the optional mounting bracket. 
 


